
 

 

  

 

 

 

 
  

JOHANNESBURG | 8 Johnson Steet | Alrode | Alberton | T. +27 11 842 7000 | E. isj@blastrite.com 

DURBAN | 1281 South Coast Road | Mobeni | Durban | T.  +27 31 705 5823 | E. isd@blastrite.com 

CAPE TOWN | 11 Amphion Street |Paarden Eiland | Cape Town | T.  +27 21 417 1700 | E. iswc@blastrite.com 

EXPORTS | T. +27 11 842 7000 | export@blastrite.com  

 

08600 BLAST ( 25278)  

sales@blastrite.com  

WWW.BLASTRITE.COM  

BLASTRITE IS A LEADING MANUFACTURER AND DISTRIBUTOR OF GRANULAR ABRASIVES. 

BLASTRITE HAS TWO MINERAL PROCESSING FACILITIES IN SOUTH AFRICA AS WELL AS SALES AND 

DISTRIBUTION INFRASTRUCTURE THROUGHOUT AFRICA, THE MIDDLE EAST, SE ASIA, THE USA AND EUROPE, 

ALL OF WHICH SUPPLY THE PETROCHEMICAL, SHIPPING, CONSTRUCTION, AND MINING INDUSTRIES WITH 

INTERNATIONALLY APPROVED AND CERTIFIED LOOSE ABRASIVES. 
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BLASTRITE® Platinum Grit                      TRACKRITE (TRACTION MEDIA)              
Blastrite® Platinum Grit is a specially 

selected and graded slag abrasive with 

sharp angular particles. Generically 

referred to as a synthetic magnesium iron 

silicate it is black in colour and particularly 

resistant to fracturing on impact. 

 

ALCAB (BROWN ALUMINIUM OXIDE)    STRIPRITE® PLASTIC MEDIA  

ALCAB is an extremely hard brown fused 

alumina which is very resistant against 

fracturing on impact. It is the second 

hardest mineral after a diamond.  

 

 

Glass beads – industrial (starbead®)     Glass grit (starbead® GRIT)  
Starbead® is a high-quality glass micro 

spheres resulting from the specialised 

processing of selected glass cullet. 

 

 

STARBEAD® ROADMARKING BEADS     MICROBLAST ® garnet  

Starbead® Roadmarking Beads  
are solid, spherical glass beads 
manufactured according to BS6088, Class 
B. The high-quality glass microspheres are 
obtained from a specialised process using 
selected glass culet. 

 

 

Steel grit        Steel SHOT  

Steel Angular Grit is produced by 
crushing specifically heat-treated shot 

pellets.  Service characteristics depend upon 
hardness selection.  GH Steel Grit:  With 
maximum hardness, stays angular in the 
mix, does not shatter readily, and has a 
fast, effective, etching action.  Ideal for 
deep descaling and etched surface 
requirements.  For use mainly with 
compressed air equipment. 

 

 

SINTERBALL –  STARBALL      SINTERBLAST®  

This product is a hard and unyielding 

abrasive in spherical shapes. Starball 

is made by sintering fine Bauxite ore.  

Bauxite is the main ore used to 

produce Aluminium and consists 75% 

of Aluminium Oxide.  

Trackrite® is a specially selected 
and graded mineral slag with sharp 
angular particles, black in colour and 
particularly resistant to fracturing 
when crushing forces are applied to 
it. This gives the product superior 
traction qualities  
 

Stiprite® Urea Plastic Media is 
produced from rejected mouldings, 
which are crushed, ground and graded 

in carefully controlled conditions.   

Starbead® Grit is a high-
quality glass angular grains 
resulting from the specialized 
processing of selected glass 
cullet. 

Microblast® is a natural mineral 
abrasive, reddish/pink in colour, 
predominantly almandine consisting  
of sub-angular particles mined from  
an alluvial resource.  

Steel Shot is a fully heat-treated 
spherical product of hyper-eutectoid 
steel. It has a uniform structure of finely 
tempered martensite to provide 
optimum resilience and resistance to 
fatigue. The microstructure of steel shot 
is uniform martensite, tempered to a 
degree consistent with the hardness 
range, with fine, well distributed 
carbides, if any.  
 

This product is a hard and 

unyielding abrasive, available in 
angular shapes. Starblast® is 
made by crushing sintering Bauxite 
ore. Bauxite is the main ore used to 
produce Aluminum and consist of 
Aluminium Oxide. 


